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ROUTE FAP 302 DESCRIPTION River LOGGED BY M Teppan
(IL 33/TS 136)
SECTION 345 (5B) LOCATION SEC. , TWP., RNG., PM
COUNTY HANCOCK DRILLING METHOD HEA HAMMER TYPE 40 # Auto
STRUCT. NO. NA DI B | U | M e Water Elev. Dl B | U
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Station 1850+20 H| 8 | @ | T |7First Encounter No Encounter _ ft H|S
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mew | S | 22| B ]
Brown and Olive Gray Moist 7 B
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Flle Name $:\SOILS\GINT FILES\HANCOCK\IL 6 SECTION 6\IL 336 SEC § ROADWAY AND STRUX.CGPJ Defs Temrplsle DSTEMPLTGET Dete Printzd 11005

ILatitude Longitude Dstum NADES Job Number

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer, E-Estimated)
Abbreviations W.O.H - Sampler Advanced By Weight of Hammer, WOP - Advanced by Weight of Pipe, B.S. - Before Seating
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206) BBS, from 137 (Rev.8-99)
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Ground Surface Elev. 5616 g |@®| 4| th | % |wAfe _3D Hw Dy £
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The Unconfined Compressive Strength (UCS) Fuilure Mode is indieated by (B-Bulge, S-Shear, P-Penotrameter, E-Estimated)
Abbreviations W.OH - Sempler Advanced By Weight of Hammer, W.OP - Advanced by Weight of Pipe, BS. - Before Seating
The SPT (N value) is the sum of the last two blow velues in each sampling zone (AASHTO T206) BBS, from 137 (Rev. 8-99)
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